
1. GENERAL INFORMATION 
GENERAL SAFETY 

SERVICE RULES 

MODEL IDENTIFICATION 

SPECIFICATIONS 

GENERAL SAFETY 
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I/ Ihe ellgille mil I be rullllillg 10 (/0 some 1I'0rk. make lire Ihe 
area is lI·cll-I·ellfilll leti . . Ve l·er rull Ihe ellgille ill a closed area. 
The exhall I cOlllaill. POiSOIlOIl carboll mOlloxide gas. 

The baffer), /:t'IIerale hydrogell ga II'hich call be hi/:h1y explo· 
iI ·e. /)0 1101 moke or alloll' flame or sparks lIear Ihe baffer),. 

especially lI'hile char/:illg i l. 

SERVICE RULES 

TORQUE VALUES 

TOOLS 

CABLE & HARNESS ROUTING 
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Ga olille is eXlremel)'flammable all(/ i explosi!'e IIlIder ceria ill 
cOlldiliolls. /)0 1101 mok e or allo II' flames or park ill yOllr 
1I'0rk area. 

The baffer), eleclroly le cOlltaills sil l/ II ric acid. I'rolecl yOllr 
eyes. kill alld clothillg. III ca e 0/ COII ((lCt. flll h Ihoroll/: h1y 
lI'ilh lI'ater alld call a docl or i/ clectroly le gNS ill ),ollr eyes. 

1. Use genuine HONDA or HONDA·recommended parts and lubricants or their equivalents. Parts that don ' t meet HONDA's 
design specifications may cause damage to the Four Trax . 

2. Use the special tools designed for this product to avoid damage and incorrec t assembly . 
3 . Use only metric tools when servicing this Four Trax. Metric bolts , nuts and screws are not interchangeable with English 

fasteners . 
4 . Install new gaskets, O·rings cotter pins, and lock plates when reassembling . 
5. When tightening bol ts or nuts, begin wi th the larger·diameter or inner bolt first. Then tighten to the specified torque diago· 

nally in 1-5 steps, unless a particular sequence is specified. 
6 . Clean parts in non·flammable or high flash point solvent lIpon disassembly . 
7. Lubricate any sliding surfaces before reassembly . 
8 . After reassembly, check all parts for proper installation and operation. 
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